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zone are separated both vertically and 
horizontally as widely as practicable. 

(b) Machinery spaces. Lighting for 
enginerooms, boilerrooms, and auxil-
iary machinery spaces must be sup-
plied from two or more feeders. One of 
these feeders must be a ship’s service 
feeder. 

NOTE: Special requirements for emergency 
lighting, feeders, and branch circuits are in 
subpart 112.43 of this chapter. 

[CGD 74–125A, 47 FR 15236, Apr. 8, 1982, as 
amended by CGD 94–108, 61 FR 28282, June 4, 
1996; 61 FR 33045, June 26, 1996] 

§ 111.75–5 Lighting branch circuits. 

(a) Loads. A lighting distribution 
panel must not supply branch circuits 
rated at over 30 amperes. 

(b) Connected load. The connected 
load on a lighting branch circuit must 
not be more than 80 percent of the rat-
ing of the overcurrent protective de-
vice, computed on the basis of the fix-
ture ratings and in accordance with 
IEEE Std 45, section 21.6. 

(c) Lighting fixtures on lighting cir-
cuits. Each lighting fixture must be on 
a lighting branch circuit. 

(d) Overcurrent protection. Each light-
ing branch circuit must be protected 
by an overcurrent device rated at 20 
amperes or less, except as allowed 
under paragraph (e) of this section. 

(e) 25 or 30 ampere lighting branch cir-
cuits. Lighting branch circuits rated at 
25 and 30 amperes supplying only fixed 
nonswitched lighting fixtures for cargo 
hold or deck lighting having only 
lampholders of the mogul type, or 
other lampholding devices required for 
lamps of more than 300 watts, may be 
supplied by a 30 ampere branch circuit 
wired with at least No. 10 AWG (5.3 
mm2) conductors if each fixture wire 
used in wiring each lighting fixture is 
No. 12 AWG (3.3 mm2) or larger. 

[CGD 74–125A, 47 FR 15236, Apr. 8, 1982, as 
amended by CGD 94–108, 61 FR 28282, June 4, 
1996; 62 FR 23909, May 1, 1997] 

§ 111.75–15 Lighting requirements. 

(a) Lights in passageways, public 
spaces, and berthing compartments. The 
supply to lights in each passageway, 
public space, or berthing compartment 
accommodating more than 25 persons 
must be divided between two or more 

branch circuits, one of which may be 
an emergency branch circuit. 

(b) Lights in machinery spaces. Alter-
nate groups of lights in an engineroom, 
boilerroom, or auxiliary machinery 
space must be arranged so that the 
failure of one branch circuit does not 
leave an area without light. 

(c) Illumination of passenger and crew 
spaces. (1) Each space used by pas-
sengers or crew must be fitted with 
lighting that provides for a safe habit-
able and working environment under 
normal conditions. 

(2) Sufficient illumination must be 
provided by the emergency lighting 
source under emergency conditions to 
effect damage control procedures and 
to provide for safe egress from each 
space. 

(d) Berth lights. Each crew berth must 
have a fixed berth light that is not 
wired with a flexible cord. The berth 
light must have minimum horizontal 
projection so that the light may not be 
covered with bedding. 

(e) Exit lights. Each exit light re-
quired on passenger vessels under 
§ 112.15–1 of this subchapter must have 
the word ‘‘Exit’’ in red block letters at 
least 2 inches (50 mm) high. 

(f) Pilot ladders. There must be a 
means for lighting each station from 
which a pilot may be deployed. 

[CGD 74–125A, 47 FR 15236, Apr. 8, 1982, as 
amended by CGD 94–108, 61 FR 28282, June 4, 
1996] 

§ 111.75–16 Lighting of survival craft 
and rescue boats. 

(a) During preparation, launching, 
and recovery, each survival craft and 
rescue boat, its launching appliance, 
and the area of water into which it is 
to be launched or recovered must be 
adequately illuminated by lighting 
supplied from the emergency power 
source. 

(b) The arrangement of circuits must 
be such that the lighting for adjacent 
launching stations for survival craft or 
rescue boats is supplied by different 
branch circuits. 

[CGD 94–108, 61 FR 28282, June 4, 1996] 

§ 111.75–17 Navigation lights. 
Each navigation light system must 

meet the following: 
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